
 

 

Features: 
 All timbers       

pressure treated 

for long service life 

 Fully galvanised 

fixings 

 Box profile steel 

roof cladding with 

one roof light per 

bay 

 Deepflow guttering 

front and rear 

 Tongue and groove 

stockwalling 2in 

(47mm) thick, with 

stud posts 

 Boarding for side  

cladding 22mm x 

150mm 

 Full set of            

instructions for self 

build 

 Oak column option    

Tel: Hemyock

(01823) 681 603 

@brookridge.co.uk 
Email: buildings 

Mono-Pitch 

Blackdown is the buildings division of Brookridge Timber, a 

traditional sawmill and specialist timber treatment business, 

having been manufacturing and installing a wide range of 

quality timber buildings in the south west for over 36 years.  
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 www.blackdownbuildings.co.uk 



 

All Prices Exclude VAT 

SIZE: 30ft Wide 45ft Wide 60ft Wide 75ft Wide 90ft Wide 

12ft Deep        
(Post to post) 

£5,144 £7,170 £9,195 £11,220 £13,245 

15ft Deep        
(Post to post) 

£5,533 £7,739 £9,945 £12,151 £14,357 

20ft Deep        
(Post to post) 

£6,197 £8,881 £11,566 £14,251 £16,935 

Blackdown Buildings Ltd recognises its responsibilities to base its commercial activities on pur-

chasing its timber from well managed forest sources. 

We are committed to buying all our timber requirement's from legal and renewable sources and will 

seek evidence that our suppliers are in compliance with this policy. 

The Environment  

Quality Mono-Pitch Timber Building 
www.blackdownbuildings.co.uk 


